
Application:
The Sterling Water Conditioner utilizing patent 
pending electro-kinetic technology is the first water 
treatment appliance to pass the anti-scale performance 
tests contained in IAPMO’s IGC 91 to treat minerals 
found in hard water.  The Sterling Water Conditioner 
is effective in hard water environments (water with 
10 grains per gallon and above) to stop scale build up 
in pipes and drastically reduce scale build up in tubs, 
showers and sinks.  The Sterling Water Conditioner 
technology uses no chemicals, so water can be used to 
water household and garden plants and in irrigation 
applications treated water will reduce hardpan 
conditions in soil.  The Sterling Water Conditioner is 
not a filter, nor does it add or remove impurities – it 
simply inhibits mineral crystallization and scale 
formation.
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Specifications:

Max. Flow Rate:         20 gpm
Activation Rate:         1-2 gpm
Connections:	              1” PVC Sch 80 metal, PVC
                                   threaded female NPT or PVC
                                   slip union fittings

Power
	 Input:		    90 VAC to 264 VAC, <1 A  RMS
                                    at 9 VAC input, 47HZ-63HZ
	 Output:	   +12 VDC at 0-5 A, no minimum 
                                    load required, 60 watts max.

Dimension	
	 Length:	   30.25 inches
	 Width:	             6.5 inches	
	 Height:	   5.65 inches	  			 
	
Approx. Ship Weight:14 lbs.	
			 
Position:		   Install vertically

Product Listings:	  UPC and ETL Listed
	                         NSF and UL compliant


